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Product Name: Duro Granite Sinks 

Product line and identification: 
• DG100U-B, DG100U-W, DG100U-C, DG110U-B, DG110U-W, DG110U-C, DG130U-B, 

DG130U-W, DG130U-C, DG140U-B, DG140U-W, DG140U-C, DG175U-B, DG175U-W, 
DG175U-C, DG270U-B, DG270U-W, DG270U-C, DG100T-B, DG100T-W, DG100T-C, 
DG130T-B, DG130T-W, DG130T-C, DG290LT-B, DG290RT-B, DG290RT-W, 
DG290LT-W, DG290LT-C, DG290RT-C, DG080T-B, DG080T-W, DG450-B, DG480-B, 
DG480-W, DG475-B

Product Description
Durable, stain and heat resistant composite sink manufactured from 80% natural granite. 

Intended use 
For domestic use only.

Limitations
For domestic use only.

Manufacturer
Elleci S.P.A
Address: Strada Longitudinale A 1258, Z.I. Mazzocchio - 04014 Pontinia (LT) - Italy 
Phone: +39.0773.840036
Email: elleci@elleci.it 
Website: www.elleci.it

Importer
Acero Limited
Adress: 45 Lunns Road, Middleton, Christchurch, 8024
Phone: 0800 263 7237
Email: info@acero.co.nz
Website: www.acero.co.nz
NZBC: 9429050189434

NZBC Compliance
New Zealand Building Code Clause B2 Durability: Mercer Duro Granite sinks meet the durability 
requirements of five years in accordance with B2 3.1(c)      

New Zealand Building Code Clause F2 Hazardous Building Materials: Mercer Duro Granite sinks have 
been awarded Greenguard Gold certification and meet the requirements of F2.3.1
               
New Zealand Building Code Clause G3 Food Preparation and Prevention of Contamination: Mercer 
ceramic sinks comply with NSF/ANSI 51 and meet the requirements for food preparation and utensil 
washing in accordance with G3.3.2

NZ Building Act Section 26: Duro Granite sinks are NOT subject to a warning or ban under Section 26 
of the New Zealand Building Act.
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Installation
Duro Granite Sinks must be installed by professional and qualified trades people following the 
instructions on the relevant product technical data sheet if applicable.  
Product Data and installation instructions are available here: https://www.acero.co.nz/product-
resources

Tap holes
Duro Granite Sinks with a tap mounting flange have up to 3x partially drilled 35mm diameter holes on 
the underside. Select the preferred location for the tap and drill or tap out the hole.
CAUTION: Natural Granite contains varying levels of quartz. Dust generated when dry cutting, 
drilling, or grinding products made from quartz contains Respirable Crystalline Silica (RCS), a known 
Carcinogen (Category 1A) and cause of Silicosis. Tap holes must only be drilled by the benchtop 
fabricator using a wet process or on-tool extraction and containment of all dust generated. The LEV 
(Local Exhaust Ventilation) system must meet H-class and be fitted with a HEPA filter that can achieve 
an e¦ciency of 99.995%. Respirable Protective Equipment (RPE) must be worn if RCS cannot be 
controlled by higher level controls. RPE must comply with AS/NZS 1716.2012 and be fit test annually 
by an Occupational Therapist or other trained professional. 

Care and Maintenance
Cleaning your Duro Granite sink is easy and uncomplicated. A little water, a scouring sponge and some 
washing-up liquid is all you need to remove stains, greasy marks and the usual signs of wear. Use a 
microfibre cloth to wipe your Duro-Granite sink dry after every use. This prevents lime scale marks, 
and will make sure your sink retains its good looks for a long time to come. Use white vinegar to deep 
clean your Duro-Granite sink and remove even stubborn lime scale deposits. Be careful not to place hot 
items onto your Duro Granite sink. While the material is rated to 250°C, some items may exceed this if 
cooking with induction.
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